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Standard 72” Laminar Flow Workstation

Vertical Hood

Bench Top Laminar Flow Unit

Laminar Flow Hood

C
le

an
 A

ir
 L

am
in

ar
 F

lo
w

 H
oo

ds

Custom…
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Model LH-102P Horizontal Clean Air 
Workstation Hood:
This Horizontal Laminar Flow Unit is Great for 
Operations that Do Not require overhead clearance…

•Standard Width Sizes include 36”, 48”, 60”, 72” and 96”
•Customizable (RDM can accommodate custom needs)
•Light & Blower Switch are combined into one so that user 
knows when unit is in operating mode.
•Fluorescent Light Fixture(s)
•Plugs into standard 115v Outlet
•Elec. Junction Box with 12’ cord
•Optional Features (Not Included):

•Full-Height, Vertical Slat Curtain available
•ULPA Filter(s) available
•ESD Work Surface
•Static Control Ionizing Grid(s) available
•Power Outlet Strip(s) – 8 & 16 Outlet
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Model LF-102P Vertical Clean Air Hood:
Laminar Flow Hood with Removable Work Surface

•Standard Width Sizes include 36”, 48”, 60”, 72” and 96”
•Customizable (RDM can accommodate custom needs)
•Light & Blower Switch are combined into one so that user 
knows when unit is in operating mode.
•Fluorescent Light Fixture(s)
•Plugs into standard 115v Outlet
•Elec. Junction Box with 12’ cord
•Optional Features (Not Included):

•Full-Height, Vertical Slat Curtain available
•ULPA Filter(s) available
•ESD Work Surface
•Static Control Ionizing Grid(s) available
•Power Outlet Strip(s) – 8 & 16 Outlet
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Model LF-102P-B Bench-Top Unit
Vertical Clean Air Hood:

A Great Addition to Your Existing Tables…

•Standard Width Sizes include 36”, 48”, 60”, 72” and 96”
•Customizable (RDM can accommodate custom needs)
•Light & Blower Switch are combined into one so that user 
knows when unit is in operating mode.
•Fluorescent Light Fixture(s)
•Plugs into standard 115v Outlet
•Elec. Junction Box with 12’ cord
•Optional Features (Not Included):

•Full-Height, Vertical Slat Curtain available
•ULPA Filter(s) available
•ESD Work Surface
•Static Control Ionizing Grid(s) available
•Power Outlet Strip(s) – 8 & 16 Outlet
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1. Open main electrical junction box (Fig. 3) located on 
top of fan filter unit.

2. Record wiring connections before disconnecting and 
reconnecting new fan filter unit.

3. Disconnect wiring for power supply, light and switch 
from main electrical box.

4. Remove the (2) Holding Straps at Each end of the 
Filter (See Fig.2)

5. Replace old fan filter unit with new unit.
6. Secure new fan filter unit into place by replacing the 

(2) straps (See Fig. 2).
7. Reconnect wiring.

NOTE:  Under normal use, assuming eight(8) hours of 
operation per day, in a standard office environment, 
fan filter units could last appx. Five (5) years.
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Fig. 2 - Rear View

Fig. 1 - Front View

Fig. 3 – Electrical Junction Box

Electrical Junction Box

Holding Straps (2X)

Instructions:
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